
Bar 
Valid in Valid for

EN AISI UNS EUR/KG USD/KG DKK/KG JPY/KG NOK/KG SEK/KG ZAR/KG CHF/KG GBP/KG CAD/KG
1.4301 304/304L S30403 2.27 2.70 16.91 298.83 23.27 23.11 38.60 2.48 1.95 3.35
1.4401/1.4404 316/316L S31600 3.48 4.14 25.91 457.88 35.66 35.40 59.14 3.80 2.99 5.14
1.4435 316L S31603 4.04 4.81 30.08 531.48 41.39 41.10 68.65 4.42 3.47 5.96
1.4571 316Ti S31635 3.57 4.25 26.56 469.27 36.55 36.29 60.61 3.90 3.06 5.26
1.4460 329 S32900 2.39 2.84 17.77 313.94 24.45 24.28 40.55 2.61 2.05 3.52
1.4462 SAF 2205™ S32205 3.09 3.67 22.96 405.75 31.60 31.37 52.41 3.37 2.65 4.55
1.4410 SAF 2507® S32750 3.72 4.42 27.64 488.30 38.03 37.76 63.07 4.06 3.18 5.48
1.4501 SAF™ 32760 S32760 3.78 4.49 28.11 496.74 38.69 38.41 64.16 4.13 3.24 5.57
1.3964 High-N 50 S20910 3.58 4.25 26.61 470.12 36.61 36.35 60.72 3.91 3.07 5.27
1.4563 Sanicro® 28 N08028 7.18 8.54 53.43 944.07 73.52 73.00 121.94 7.85 6.16 10.59
2.4856 Alloy 625 N06625 13.70 16.28 101.85 1799.69 140.16 139.16 232.45 14.96 11.74 20.19
2.4858 Alloy 825 N08825 7.82 9.29 58.13 1027.13 79.99 79.42 132.67 8.54 6.70 11.52
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